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1 Executive Summary 
The purpose of this analysis was to provide an evaluation and justification of the differences in 
the safety-basis parameters of Area G and the proposed TRU Waste Facility (TWF) in response 
to a request from the Los Alamos Field Office. Many of the differences in safety parameters 
stem from physical attributes such as facility location, size, and updated safety-basis 
requirements, etc. However, the primary safety-basis parameter that LANL and the Los Alamos 
Field Office can control for the proposed TWF is the required MAR limit. Based on the 
following analysis, LANL has proposed to reduce the overall facility MAR from 30,000 PE Ci1 
to 21,400 PE Ci, and the waste storage buildings from 4,550 PE Ci to 3,200 PE Ci. The 
recommendation balances program requirements, operational considerations, facility 
construction cost, and container costs. To implement the reduced MAR strategy above, the Los 
Alamos Field Office and LANL will need to work with WIPP to ensure two 
characterization/shipment campaigns are scheduled each year. 

The analysis in this document included a review of historical trends and potential future 
scenarios in activity for enduring waste containers to define the expected normal operating range. 
The first part of the MAR analysis resulted in a newly defined range of activity of 10.5-18.0 PE 
Ci per DE2 expected for the design life of the new TWF. However, for accident scenario 
analysis, containers will use the WIPP WAC limits because there are no other individual 
container controls. Specifically, accident scenarios involving less than the building MAR will 
use the 80-PE Ci WIPP-WAC limit for drums. The accident analyses are intended to bound the 
potential impacts, and are not intended to be based on normal operational ranges.  

The Field Office also requested that LANL evaluate a potential reduction of the waste storage 
building MAR Limit by a factor of two to three. LANL used the newly defined MAR range of 
10.5-18.0 PE Ci/DE to define upper and lower MAR boundary requirements using three 
containerization scenarios. The result of the analysis showed that the most probable scenario of 
future operations that balances costs, drum packaging efficiency, and shipment efficiency will 
routinely require the use of one-third to two-thirds of the MAR limit for each building. This 
result, paired with scenarios that could potentially provide short-term MAR increases, 
demonstrates that the MAR cannot be reduced by a factor as large as two to three, but can be 
reduced from 4,550 PE Ci to 3,200 PE Ci for waste storage buildings (a reduction of 30%).  

The TWF PDSA submittal contained combustibility values for enduring waste that appeared 
relatively large compared to Area G. The analysis provided the basis for the initial combustibility 
values established in the PDSA. Although the recent data provided combustibility values that 
were much lower than the PDSA assumptions (27% versus 80% in PDSA), the analysis shows 
that there is variability in combustible loading over time. For safety-basis accident scenarios, the 
material composition distribution for waste containers will be included in the MAR requirement 

                                                            
1 PE CI= Plutonium‐239 equivalent curies 
2 DE= 55 gallon drum equivalent 
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by assuming all waste is combustible instead of applying a control for combustible loading. For 
operations and programs, it is better to assume 100% combustibles and maintain flexibility for 
waste generator containerization rather than to maintain a requirement for administrative controls 
of combustible loading. Controlling MAR through administrative controls is difficult for both the 
generator and waste management operations. 
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2 Introduction 
The Los Alamos Field Office has requested that Los Alamos National Laboratory (LANL) 
provide an explanation on the differences in the safety parameters between Area G and the new 
Transuranic Waste Facility (TWF). Area G is currently providing the interim Transuranic (TRU) 
solid waste capability. The new TWF when completed will provide the LANL enduring TRU 
solid waste capability for the next 50 years. The Los Alamos Field Office completed an initial 
comparison of the key safety parameters of Area G and the TWF and is included as Attachment 
A. For consistency, the LANL justification and explanation of the difference in key safety-basis 
parameters will follow the Los Alamos Field Office comparison table. The primary focus of the 
LANL evaluation and justification is on the proposed Material-at-Risk (MAR) limits, drum 
activity loading, and waste composition distribution in the latest PDSA and their programmatic 
justification.  

3 Facility Comparison 
The facility comparison is based on information from the Area G Basis of Interim Operations 
(BIO) – ABD – WFM-001. Rev. 1.1 and the TWF Preliminary Documented Safety Analysis 
(PDSA) 102355-PDSA-0002, Rev 1. Area G is a limited-life facility that is 58 years old and 
located in Technical Area (TA)-54. TA-54 is 0.24 kilometers (km) from the public boundary. 
The new TWF should be completed in the 2016 timeframe and will be located in TA-63. TA-63 
is 1.47 km from the public boundary.  

The Area G capability is currently focused on MAR reduction and de-inventory of legacy waste 
volumes. Area G continues to support enduring program-generated waste as the sole TRU waste 
management capability but is on the path to full decommissioning in 2015 based on the Consent 
Order with the State of New Mexico, Department of Energy (DOE), and LANL. The new TWF 
will provide the enduring TRU receiving, storage, and characterization of solid waste capabilities 
as part of the enduring waste strategy at LANL.  

The Area G capabilities were developed and have been updated as necessary, to manage both 
legacy and newly generated waste requirements. Area G currently manages over ten thousand 
drum equivalents (DE) and has a very broad range of capabilities (receiving, repackaging, 
processing, storing, characterizing, and disposing of low-level, mixed low-level, and TRU solid 
waste). The new TWF will have a narrower range of capabilities (receiving, characterization, and 
storage) for TRU solid waste. Although the enduring waste generation requirements are 
substantially smaller than the legacy volumes, the required capability for TRU solid waste cannot 
be a scaled down version of the Area G capability. The TWF as a capability must be forward 
looking and be able to meet the identified programmatic requirements over the facilities design 
life of 50 years, including contingency to address some level of programmatic variability over 
such a long time. Like Area G, the TRU solid waste that the new TWF will need to receive, 
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store, and characterize will be in three types of containers: standard 55-gallon drums, pipe over-
packs containers (POCs), and standard waste boxes (SWBs).  

Table 1 is based on the Los Alamos Field Office initial comparison of Area G and new TWF 
safety parameters. An additional column has been added to provide a brief explanation of the 
difference between the two facilities’ safety-related parameters.  

The primary attribute of the new TWF that the Los Alamos Field Office and LANL are able to 
control is the MAR limits for the overall TWF and the specific waste storage buildings. The 
MAR limits were derived based on the identified programmatic requirements. The following 
sections evaluate and provide a programmatic justification of the proposed Material at Risk 
(MAR) limits, drum activity loading, and waste composition distribution. 
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Table 1: Comparison of Area G and New TWF and Explanation of Difference 

Parameter Area G (TA-54) 
TWF  

(TA-63) 
Justification for Difference 

Age 58 years, limited life - until 2015 New Facility   

Distance to Public 0.24 km 1.47 km Based on facility specific location  

X/Q (sec/m3) - for Max. Exposed Off-
Site Individual (MEOI) ground level 
release 

8.66E-04 sec/m3 1.01E-04 sec/m3 

TWF includes a deposition velocity (DV) of 0.4cm/sec. The Area G 
BIO includes a DV of 1.0cm/sec. The Los Alamos Field Office has 
asked that site specific DVs be developed and it is anticipated that 
the Area G DV will become more conservative. 

X/Q (sec/m3) - for Collocated Worker 
(CW) ground level release 

7.31E-03 sec/m3 3.50E-03 sec/m3 
The TWF value taken from DOE-STD-1189. The Area G value was 
derived based on DOE-STD-5506.  

Source to Dose Conversion Factor 
(DSF)  [BR x DCF x X/Q] for MEOI 

53.3 rem/PE-Ci 6.17 rem/PE-Ci 
Lower value for TWF based on X/Q. The X/Q is takes into 
consideration the facility specific location.  

DSF (BR x DCF x X/Q) for CW 450 rem/PE-Ci 213.7 rem/PE-Ci Lower value for TWF based on X/Q value from DOE-STD-1189 

Functions 

Receive, process, store, ship, 
repackage, characterization, and 

dispose of LLW, MLLW, T, 
TRU waste 

Characterize, store, 
intra-site shipping 

TRU waste 

The new TWF has a narrower range of capability requirements. The 
RANT facility will still provide the enduring packaging/shipping 
capability for shipments to WIPP. 

Facility container inventory 
Above ground: ~15,000 TRU 

waste containers (2009). 

825 DE normal ops,  
1,240 DE with 
surge capacity 

The TWF DE values were derived based on the programmatic 
requirements. The TWF waste volumes for standard waste boxes, 
pipe over packs are converted to DEs. The Area G volumes are 
driven by legacy waste and closure of Area G. The programmatic 
requirements are reevaluated in section 4.0 of this white paper. 

Facility Rad Inventory (PE Ci) 150,000 21,400 
The TWF PE Ci limit has been reduced from 30,000 PE Ci to 21,400 
PE Ci based on the analysis in section 4.0 of this analysis. 

Building Limit (PE Ci) 25,000 3,200 
The TWF PE Ci limit for the waste storage buildings and 
characterization building has been reduced from 4,550 PE Ci to 
3,200 based on the analysis in section 4.0. 

Transport (PE Ci) 1,100 1,240 
TWF value is based the new LANL Transportation DSA submitted 
to NNSA.  The area G limit is based on the limiting accident for the 
Process Area which is the bounding case, not the transportation limit. 
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Table 1 (Continued): Comparison of Area G and New TWF and Explanation of Difference 

Parameter Area G (TA-54) TWF (TA-63) Justification for Difference 

WIPP Compliant Containers Limits 

POC (PE Ci) 1,800 1,800 

  
 No Difference 

SWB (PE Ci)  direct loaded 560 560 

SWB (PE Ci)  over pack with no 
single container exceeding 1100 PE Ci 

1,200 1,200 

Drum (PE Ci) 80 80 

Drum (FGE) 200 200 

Waste Composition and Drum Loading 

Drum Median (PE Ci) 1   

A detailed discussion of the waste attributes is provided in 
section 4. A comparison of the average PE Ci per container 
and combustible loading indicates observable variation over 
time. TWF will assume 100% combustible. 

Drum Mean (PE Ci) 8   

Drum 95th Percentile (PE Ci) 31   

Drum Typical (PE Ci)   10.5-18.0 

      

Combustible 14% 27% 

Non-Combustible/Dispersible 13% 71% 

Non-Combustible/Non-Dispersible 73% 2% 
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The TWF enduring capability of 825 DE with a surge capacity of 1,240 DE in the program 
requirement recognized that there would be fluctuations in TRU waste generation. The 
anticipated fluctuations in the forecasted FY 2016-Enduring TRU solid waste generation rates 
validate the 825-1240 DE design criteria.  

4.2 Facility and Building MAR Requirements 
The facility and building MAR requirements are affected by many factors such as material 
isotope, mass loading, container type, material matrix, frequency of shipments, and other 
variables. These attributes are evaluated and have been incorporated into the appropriate 
calculations to determine the appropriate MAR requirement. The TWF MAR limit is based on 
the limits for the five waste storage buildings, the characterization building, and the sealed-
source building. The characterization building includes space for the temperature equalization for 
20 drums and storage of 40 drums. The sealed-source building has a MAR limit of 2,200 PE Ci. 
Based on the analysis below, LANL is proposing the characterization building and each of the 
waste storage buildings have revised MAR limits of 3,200 PE Ci. The proposed revised Facility 
MAR limits of 21,400 PE Ci is based on the five waste storage buildings (3,200 PE Ci × 5), the 
characterization building (3,200 PE Ci), and the sealed source building (2,200 PE Ci). If the 
revised Facility MAR limits are accepted by the Los Alamos Field Office, the Project 
Programmatic Requirements Document (PRD) will need to be updated. The characterization 
building and sealed source building are limited in the amount of DE storage space relative to the 
five waste storage buildings. Thus, the programmatic evaluation and justification of the proposed 
MAR requirements is focused on the MAR associated with the five waste storage buildings. 

4.2.1 Container Source-Term Loading and Waste Composition 
This section provides results of historical data analyses and recent data analyses to define the 
expected source term (activity) loading range and waste composition assumptions for enduring 
waste. 

4.2.1.1 Historical Analyses: Source-Term Loading and Composition  
In July 2010 LANL completed an Analysis of the TRU Waste Source Term Data (see attachment 
2). The analysis of data from July 2005 through June 2010 resulted in an average of 18.0 PE Ci 
per container. The analysis was based on 2,232 containers with a total of 40,245 PE Ci. The 
waste composition was also evaluated and determined to be 69.5% combustible, 27.2% non-
combustible/non-dispersible, and 3.3% non-combustible/dispersible. The Analysis of the TRU 
Waste Source Term Data also provided similar analysis information based on actual data for 
2009 and part of 2010, and forecasted data for the remainder of 2010 and 2011 with an average 
of 19.2 PE Ci per container. The waste composition was estimated to be 80% combustible, 
15.8% non-combustible/non-dispersible, and 4.2% non-combustible/dispersible. The Analysis of 
the TRU Waste Source Term Data in conjunction with the identified out year programs formed 
the basis of the Facility MAR limits of 30,000 PE Ci and building limit of 4,550 PE Ci, and a 
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facility inventory of 825 DE and surge capacity of 1,240 DE in the approved Program 
Requirement Document for the TWF Project. Although the facility inventory for the new TWF is 
put in terms of DEs, the waste to be stored and characterized will include SWBs, POCs, and 
standard 55-gallon waste drums. 
 
It is important to note that as an initial point of reference the Analysis of the TRU Waste Source 
Term Data provided a summary of 1999-2008 data which had an average of 12.3 PE Ci per 
container. The analysis was based on 3,565 containers with a total of 43,749 PE Ci. The 1999-
2008 data did not include any information on the waste composition. The report did conclude the 
following:  

Analysis of the data over the past eleven years shows that there is no year to year 
consistency in TRU waste generation rates, container source terms, or waste matrix types. 
Therefore, using an "average" year is not likely to be a valid assumption for SB 
calculations. For example, average annual container source terms vary from a low of 5 PE 
Ci/container in FY2001 to more than 21 PE Ci/container in FY2007. This variability is due 
to year to year differences, the type and quantity of programmatic work being performed, 
facility availability, DOE discard authorizations, and other influences such as safety 
pauses. 

4.2.1.2 Recent Analyses: Source-Term Loading and Composition  
Recently LANL performed an analysis on the two most recent years (FY2011 – FY 2012) of 
waste data. The analysis of this data resulted in an average 10.5 PE Ci per container. The 
analysis was based on 1,184 containers with a total of 12,316 PE Ci.  

In addition, LANL performed an analysis based on current fissile gram loading targets for waste 
containers. The current target for loading TRU drums is a maximum of 150 grams of plutonium-
239-containing materials or 15 grams of plutonium-238-bearing materials. These two loading 
levels have proven to be the optimal targets whereby nearly all drums meet certification, 
packaging, and shipping requirements to be dispositioned to WIPP. These two loading levels 
were used to calculate an expected PE Ci per drum equivalent loading factor. 

The current waste forecast for plutonium-238 drums ranges from 15-50 DEs annually with a 
most likely estimate of 30 DEs/year. When the 15-50 DEs range was compared to the program 
requirement of 825 DEs and to the FY 2013-2017 DE forecast, the plutonium-238 DE fraction 
would be approximately 3% of all TRU DEs to be dispositioned. Using the weighted average of 
plutonium-238 and plutonium-239 drums and the respective target loadings, an average of 17.3 
PE Ci per container was calculated. Table 2 compares the results of historical data analyses with 
the 17.3 PE Ci calculated for the current drum loading targets. 
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Table 2: Analysis of Average PE Ci Per Container 

Source of Data Data Timeframe 
Average PE Ci 
Per Container 

TRU Waste Source Term Data 1999-2008 12.3 
TRU Waste Source Term Data 2005-2010 18.0 
TRU Waste Source Term Data Actual 2009/2010 – Forecast 2010/2011 19.2 

Target Loading Calculation 2013 and beyond 17.3 
Data Analysis TA-55 and CMR 2011-2012 10.5 
 

The comparison of the average PE Ci per container for each data set indicates that there is 
observable variation over time with regard to activity loading of TRU drums, as expected based 
on historical trends. The average variation observed over the last 14 years of data, and 
documented in the analyses referenced above, is estimated to be representative of the variation of 
activity loading for enduring waste containers. This range (10.5-18.0 PE Ci per DE) in activity 
loading will be used to establish the MAR requirements for the five storage buildings at the 
TWF. Note that the 19.2 PE Ci limit was not selected as the top of the range because the analysis 
included forecast values as part of the calculation, where the 18.0 PE Ci was based on actual 
data. 

The FY 2011 and FY 2012 waste composition was also evaluated and determined to be 27% 
combustible, 71% non-combustible/dispersible, and 2% non-combustible/non-dispersible. The 
following table compares the result of the recent analysis to the values listed in the PDSA 
submittal and the historical analyses results. 

Table 3: Analysis of Waste Composition Distribution 

Source of Data 
Data 

Timeframe 
Combustible

Non-
Combustible/ 

Non-
Dispersible 

Non-
Combustible/ 
Dispersible 

TRU Waste Source Term Data 2005-2010 69.5% 27.2% 3.3% 

TRU Waste Source Term Data 
(Used for PDSA) 

Actual 2009/2010 
– Forecast 
2010/2011 

80.0% 15.8% 4.2% 

Data Analysis TA-55 and CMR 2011-2012 27.0% 2.0% 71.0% 

 

The historical analyses were used as the basis for the initial TWF PDSA submittal. Although the 
source database lacked the ability to provide finer resolution in material composition fidelity, the 
data and the analysis were the best information available. Specifically, the TRUCON code used 
to represent a variety of waste types was not defined sufficiently to differentiate combustible 
from non-combustible matrices, overestimating the fraction of combustible waste. The recent 
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upper-bound analysis discussed previously), which will impact the MAR requirements over the 
50-year design life of the facility. The two scenarios include a program-driven packaging 
configuration referred to as “normal operations” and a shipping optimization configuration of 
80% POCs and 20% standard containers. The shipping optimization configuration is the scenario 
with the lowest reasonable MAR loading and thus will serve as the lower boundary for MAR 
requirements of the five storage buildings. Like the upper-boundary scenario, these two scenarios 
will assume that the average activity loaded in a drum is at the most 18.0 PE Ci/DE and at the 
least 10.5 PE Ci/DE. 

4.3.1 Programmatic Inputs to MAR Loading 
To evaluate how programmatic assumptions will impact the facility MAR requirements, it is 
necessary to define the sources of TRU waste and how the programmatic scope will drive waste 
packaging configurations. The TA-55 Plutonium Facility (PF-4) is the largest generator of TRU 
solid waste at Los Alamos. This facility houses programs in support of nuclear weapon 
component manufacturing, Pu-238 heat-source fabrication, nuclear non-proliferation, and 
nuclear material disposition. The following programs are the significant generators of TRU solid 
waste at TA-55: the Advanced Recovery and Integrated Extraction System (ARIES) capability, 
Plutonium Sustainment, Heat Sources, Science Campaigns, Engineering Campaigns, Directed 
Stockpile Work, Material Integrated Surveillance (MIS), and Material Recycle and Recovery 
(MRR). 

The Steady State Feedstock Program (SSFP), which will use the ARIES capability to 
containerize metal and oxide through pit disassembly and conversion efforts, and the MRR 
program have proposed plans to increase work scope over the next five years. This increase in 
scope for both programs will significantly increase the volume of TRU solid waste generated at 
TA-55.The forecast for the TRU solid waste generated by the SSFP presumes that the 
Programmatic Environmental Impact Statement (PEIS) for the Surplus Plutonium Disposition 
(SPD) Program will be approved, making LANL the preferred site for an expanded pit 
disassembly and conversion mission. The LANL Steady State Project (SSP) is currently 
analyzing and planning for capacity and capability requirements around the preferred option 
known as “Alt-3L.” This option will not be executed on the initially projected timeline and thus 
has been renamed as “Alt-3Ld” (“d” for delayed). The low forecast for the ARIES capability in 
this section is based on current program activity scope of up to two metric tons of nuclear 
material dispositioned by 2018 which does not include any Alt-3L scope. The most likely and 
high forecasts for the ARIES capability are based on the Alt-3Ld project with two different 
assumptions in drum loading efficiencies. The differences in assumed efficiencies stem from 
restrictions placed on drum loading of beryllium-containing materials. Waste items with greater 
than 1% beryllium contamination reduce the standard 55 gallon drum fissile gram equivalent 
loading by 50% in addition to the shipping containment loading (i.e. TRUPACT-II) by nearly 
70%. For this reason, POCs will be used to bring the fissile-gram-equivalent (FGE) loading for 
shipping containers into a more efficient range. However, the problem with using POC 
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containers is that the volume is significantly less than that of a standard drum. Using POCs will 
potentially reduce the packaging efficiency of certain waste items by up to 75% relative to 
standard drums. It is estimated that up to 65% of all SSFP drums generated will require a POC 
packaging configuration.  

The MRR Program has requested increased funding to accelerate the vault clean-out campaign. 
The forecast for MRR ranges from slightly elevated throughput levels to a fully accelerated 
program. There is a high probability that funding for a significantly accelerated program will be 
approved for LANL in the near future. The out-year funding is not certain, but is captured as part 
of the high forecast. The throughput from the accelerated program is a temporary increase in 
waste volume for TRU solid waste. The volumes are anticipated to return to much lower levels 
in the 2020 timeframe. The MRR items tend to contribute higher MAR drums than most other 
programs. However, because the MRR disposition materials do not contain significant fractions 
of beryllium, the program has more options for packaging configuration. Balancing the fill 
efficiency of each individual drum against the packaging efficiency of the shipping container 
(i.e., TRUPACT-II) is estimated to drive MRR to use POCs for approximately 50% of all waste 
items. This program is only expecting to put up to one-third of items into POCs after 
completions of the short-term acceleration of out-year scope. 

The Heat Source program scope ranges from less than bench-scale production levels to full 
production. The approved limit for plutonium-238 mass loading into waste drums has increased 
over the last few years. The approved limit is currently at 15 grams with a proposal to be 
increased (to up to 60 g per container) for certain waste types in the next couple years as new 
calibration standards are available. The increases in plutonium-238 limits would reduce drum 
equivalent volume generation but would significantly increase the activity (PE Ci) loading per 
drum for this waste stream. The estimated use for POCs at the 15 gram loading limit is expected 
to be approximately 25% of DEs. At the 60 gram level, it is expected that all items would go into 
POCs. 

The remaining programs at TA-55 are expected to generate waste annually at rates similar to 
recent years. Routine items stemming from normal operations are estimated to be packaged in 
mostly standard 55 gallon drums. An estimate of up to 30% of the remaining TRU waste 
generation at TA-55 is expected to be placed in POCs in the short term with expected trends 
towards 15-20% as part of long-term averages in enduring waste. The volume forecast for the 
Plutonium Facility TRU solid expected waste volumes is shown in Table 4. 
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Table 4 TA-55 Plutonium Facility TRU Solid Forecast 

Units in 55 Gallon DE FY13 FY14 FY15 FY16 FY17

ARIES 
Low 65 65 65 65 65 

Most Likely 85 110 153 223 223 
High 94 148 204 298 298 

MRR 
Low 150 250 300 300 300 

Most Likely 350 600 800 900 900 
High 400 800 1,000 1,000 1,000 

Heat Sources 
Low  15 15 15 15 15 

Most Likely 30 30 30 30 30 
High 60 60 50 40 40 

All Other Programs 
Low  150 150 150 150 150 

Most Likely 175 175 175 175 175 
High 200 200 200 200 200 

Total 
Low  380 480 530 530 530 

Most Likely 640 915 1,158 1,328 1,328 
High 754 1,208 1,454 1,538 1,538 

 
The CMR Building at TA-3 generates TRU solid waste at lower DE quantities than TA-55. The 
significant fraction of TRU solid waste stems from chemistry operations, inventory management, 
and vault clean-out efforts. The Confinement Vessel Disposition (CVD) Project is expected to 
come on-line in 2013 and will clean out materials from experimental containment spheres. 
Various scenarios of sphere cleanout are implied within the low and high ranges in the CMR 
forecast. The CVD Project is expected to operate through the time frame shown in this forecast. 
The TRU solid forecast for CMR, including the CVD Project, is shown in Table 5 It is estimated 
that POCs will be used for 66% of all DEs originating in CMR in the short-term because of the 
CVD Project. Upon completion of the CVD Project, it assumed that CMR will use POCs for up 
to 10% of TRU waste volumes. 

Table 5 CMR TRU Solid Waste Forecast 

Units in 55 Gallon Drum Equivalents FY13 FY14 FY15 FY16 FY17 
Low 20 20 20 20 20 

Most Likely 40 100 130 100 40 
High 70 130 160 130 70 

 

Programmatically, two other sources of TRU solid waste are included. The first is the Offsite 
Source Recovery Program (OSRP) which does not truly generate waste items at LANL. Instead, 
this program recovers unused, spent, or unneeded radioactive sources used for operations such as 
well logging and brings them to LANL for disposal processing. This operation requires the use 
of LANL waste operation services and effects the DE space requirements for storage capacity of 
TRU solid waste. OSRP items are not expected to impact the MAR for the TWF. It is assumed 
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that OSRP waste will be disposed of in POCs only or a future packaging configuration that will 
similarly not impact the effective MAR of the TWF. Thus, the OSRP volumes are excluded from 
all three MAR projections. The second additional generator source is the Radioactive Liquid 
Waste Treatment Facility (RLWTF) at TA-50. This operation generates new waste items from 
the sludge stemming from decontaminating radioactive liquids. This operation will continue to 
operate as long as TA-55 aqueous recovery operations generate radioactive liquid effluent. The 
RLWTF waste is expected to be staged within the 16,000 PE Ci limit and are not ever expected 
to be placed in POCs. These volumes are included in the MAR requirement projections. The 
forecasts for these two sources of TRU solid waste are shown in Table 6. 

Table 6 OSRP and RLWTF TRU Solid Waste Forecast 

Volume in 55-Gallon Drum Equivalents FY13 FY14 FY15 FY16 FY17 

OSRP* 
Low 30 30 30 30 30 

Most Likely 50 50 50 50 50 
High 70 70 70 70 70 

RLWTF 
Low 2 5 5 5 5 

Most Likely 8 15 15 15 15 
High 20 30 30 30 30 
*Not included in MAR calculations. 

 
An average value for the use of POCs is calculated for the programmatic assumptions provided 
in this section. The average is calculated by multiplying the program specific waste volume 
forecasts against the assumed POC usage for each program described above. The weighted 
average calculated for POC use driven by programmatic scope and assumptions over the FY13-
17 forecast is 52%. This average is applied in the expected MAR requirement projected for 
normal operations for the waste forecast into 2018. The enduring waste is assumed to have an 
overall average of 25% POC usage under normal operations in the long term.   

4.3.2 Expected Range: Normal Operational MAR Requirement  
This section evaluates the projection of facility MAR for “normal operations” at the high activity 
loading range of 18.0 PE Ci and at the low activity loading range 10.5 PE Ci considering 
program-driven waste containerization decisions.  

The use of POCs is estimated by subject matter experts and driven by the goals and scope of 
programs as discussed in the previous section. The efforts to manage the use of POCs by the 
programs represents “normal operations” with a focus on balancing packaging efficiencies of 
drums, shipping containers (TRUPACT-II), and costs. The current short-term packaging 
configuration assumptions for programs assumes that on average the programs will package 
waste using approximately 52% POCs. As programs such as MRR and SSFP are completed, it is 
estimated that long-term enduring waste will reduce the general use of POCs to approximately 
25% of total DEs generated.  The 25% POC usage is not expected to be reached until the early 
2030’s. 



TWF: Eva
 

The follo
FY2013-
POCs fro
25% POC
expected
on the us
projectio
(16,000 P
portion o
manage t
annually 
 

 
The next
2017 was
the proje
below is 
 

5

10

15

20

25

30

35

P
EC
i

aluation of M

owing graphi
-2017 waste 
om program 
C usage in th

d to be reache
se of 18.0 PE
n at the 18.0
PE Ci) woul
of the waste. 
the MAR an
would be re

 graphic sho
ste volume f
cted endurin
based on the

0

5000

0000

5000

0000

5000

0000

5000

F

MAR Limits 

ic shows the
volume fore
assumptions

he graphic af
ed until the e

E Ci per cont
0 PE Ci load
d be require
At minimum
nually. How

equired. 

ows the proje
forecast rang
ng waste MA
e use of 10.5

FY13

Projected 

Norm. Ops‐Low

e projected to
ecast range (
s (52% POC
fter 2018 as 
early 2030s.
tainer. The n

ding range sh
d annually e
m, one full s

wever, based 

ected total an
ge (low, mos
AR assuming
5 PE Ci per c

FY14

Total Annu
Enduring 

w Norm. Op

PDSA

Bldg

otal annual M
low, most li

Cs). The endu
enduring wa
The project

normal opera
how that sign
even though 
hipment of w
on the antic

nnual MAR 
st likely, and
g 25% POCs
container dru

FY15
Fiscal Y

ual MAR fo
Waste (Us

ps‐ML Norm

A MAR Limit for 5 

gs. (16,000 PE Ci) 

MAR for nor
ikely, and hig
uring waste 
aste. The act
ted MAR for
ations waste 
nificant fract
POCs would
waste to WIP
cipated DE v

for normal o
d high) consi
s. The projec
um loading.

FY16
Year

or Normal
sing 18.0 PE 

m. Ops‐High

rmal operati
gh) consider
MAR projec
tual 25% usa
r the graphic
 and endurin
tions of the M
d be used fo
PP would be

volumes, two

operations fo
idering the 5
cted MAR fo
 

FY17

l Operation
Ci/DE)

Enduring Wa

Pa

ions in the 
ring the use 
ction assume
age is not 
c is based ag
ng waste MA
MAR limit 
r a significan
e necessary t
o shipments 

or the FY20
52% POCs an
or the graphi

FY18‐Endur

ns and 

ste Avg‐25% PO

age 15 

of 
es 

gain 
AR 

nt 
to 

 

13-
nd 
ic 

ring

Cs



TWF: Eva
 

 
The norm
range sho
annually
would be
volumes,
 
Given the
shipping 
perspecti
cost diffe
is over 30
volume. 
per year t
operation

4.3.3 L
The lowe
analysis. 
boundary

The secti
container
on the im
LANL pa
container
activity P

5

10

15

20

25

30

P
EC
i

aluation of M

mal operation
ow that the M
. At this drum
e required to
, two shipme

e variability 
requirement

ive to progra
erential betw
0 times grea
The assump
to programs
nal cost impa

Lower Boun
er boundary 
Hence, it is 

y) expected f

ion evaluates
rize waste as

mpact to the M
ackaging eff
rized in POC
PE Ci loadin

0

5000

0000

5000

0000

5000

0000

F

MAR Limits 

ns waste and
MAR for the
m loading le
 manage the
ents annually

in the natur
ts, significan
ams, the long
ween standard
ater than a sta
tion of 25% 
for enduring

act to progra

dary: Shipm
scenario inc
used to defi

for TRU soli

s the MAR r
s a strategy t
MAR requir
ficiencies inc
Cs. The use o
ng for each W

FY13

Projected 

Norm. Ops‐Low

PDSA

d enduring w
e five buildin
evel and DE 
e MAR. Onc
y would be r

re of the TRU
nt use of PO
g-term use o
d 55-gallon 
andard drum
POC repres
g programs. 

ams is substa

ment Optim
cludes a grea
ine the lowes
id waste.  

requirement
to maximize 
rements if TR
cluding cost
of POCs for 

WIPP shipme

FY14

Total Annu
Enduring 

w Norm. O

A MAR Limit for 5 Bld

(16,000 PECi) 

waste MAR p
ngs would no
throughput,
e again, how
required. 

U solid wast
Cs is anticip
f POCs will 
drums and P

m and the con
sents an incre

Over the 50
antial.  

mization MA
ater use of PO
st possible M

when using 
shipping co

RUPACT-II 
. The scenar
maximizing

ent has been

FY15
Fiscal Y

ual MAR fo
Waste (Us

Ops‐ML No

gs 

projection at
ot exceed th
 only one sh

wever, based

te and the ne
pated. From 

be minimiz
POCs. The c
ntainer has s
eased cost o
0-year design

AR Requirem
OCs than the
MAR require

a significan
ontainer load
 loading tak

rio assumes t
g fissile gram
n discussed a

FY16
Year

or Normal
sing 10.5 PE 

rm. Ops‐High

t the 10.5 PE
e limit (16,0

hipment ever
d on the antic

eed to meet a
an operation

zed based on 
container cos
substantially 
f approxima
n life of the 

ment 
e previous sc
ement (i.e., t

nt number of 
ding. Specifi
kes precedenc
that 80% of 

m equivalent
as a mitigatio

FY17

l Operation
Ci/DE)

Enduring Wa

Pa

E Ci loading 
000 PE Ci) 
ry 1-1.5 year
cipated DE 

all packaging
nal cost 
the substant

st of POCs a
less availab

ately $1 mill
facility, the 

cenarios in t
the lower 

f POCs to 
cally, it focu
ce over all 
TRU waste

t (FGE) and 
on strategy to

FY18‐Endur

ns and 

aste Avg‐25% PO

age 16 

 

rs 

g and 

tial 
alone 
ble 
ion 

this 

uses 

is 

o 

ring

OCs



TWF: Eva
 

counter t
drums. In
might be
shows th
forecast r
the graph

 

The use o
level of P
facility ra

The follo
FY2013-
estimate 

The lowe
defines th
container
boundary
container
buildings

 

2

P
E 
C
i

aluation of M

he restrictiv
n addition, si
used as a pr
e projected t
range (low, m
hic is based a

of 80% POC
POC use, the
ather than th

owing graphi
-2017 waste 
using 10.5 P

est MAR req
he absolute l
rs, normal op
y” for MAR 
rs would be 
s.  

0

5000

10000

15000

20000

F

Pro

MAR Limits 

e loading lim
imilar to the
rimary meth
total annual 
most likely, 
again on the 

Cs has a sign
e number of 
he 16,000 PE

ic shows the
volume fore

PE Ci per co

quirement as
lowest predi
perations/52
requirement
the limiting 

FY13

ojected Tot
Lo

Shi

Shi

mits of a TRU
e use of POC
od for mana
MAR for us
and high) an
use of 18.0 

nificant effec
containers in

E Ci limit for

e projected to
ecast range (
ntainer.  

 part of this 
icted MAR r
2% POCs, an
t of the five 
factor, not t

FY14

tal Annual
oading‐80%

ipping Optimizat

ipping Optimizat

PDSA MA

(1

UPACT-II (
Cs for mitiga
aging MAR a
se of 80% PO
nd enduring 
PE Ci per co

ct on the effe
n residence w
r the waste s

otal annual M
low, most li

scenario is 8
requirement 
nd 80% POC
buildings of
he 16,000 PE

FY15

Fiscal Y

l MAR Wh
% POCs (18

tion‐Low

tion‐High

AR Limit for 5 Bldgs 

16,000 PECi) 

(325 FGE lim
ating TRUPA
at the TWF.
OCs for the F
waste estim
ontainer.  

ective MAR 
would be the

storage build

MAR for use
ikely, and hig

861 PE Ci an
across the th

Cs) and will b
f the TWF. L
E Ci limit fo

FY16

Year

en Optimi
8.0 PE Ci/D

Shipping Opti

Enduring Was

mit) when us
ACT-II loadi

The followi
FY2013-201

mate. The pro

for the new 
e limiting fa

dings. 

e of 80% PO
gh) and endu

nnually. Thi
hree scenario
be considere

Like above, t
or the waste 

FY17

izing Shipm
DE)

mization‐ML

ste Avg

Pa

sing standard
ing limits, PO
ing graphic 
17 waste vol
ojected MAR

TWF. At th
actor for the 

OCs for the 
uring waste 

is requiremen
os (all standa
ed the “lowe
the number o
storage 

FY18‐Endur

ment 

age 17 

d 
OCs 

lume 
R for 

 

is 

nt 
ard 

er 
of 

ring



TWF: Eva
 

 

4.3.4 C
Based on
POCs for
opportun
program 

The relat
35. For in
In additio
Specifica
fixed ship
limits ver
substanti
as compa
inspectio
an operat
disposal,
because o
likely DE
provides 
configura
costs asso
standard 
 

1

1

2

2

P
E 
C
i

aluation of M

Container C
n the substan
r managing M

nity cost need
and operatio

tive cost of a
nstance, the 
on, the POC
ally, a POC c
pping cost o
rses 208 stan
ially more on
ared to 5-10 
on of all pipe
tional perspe
 and often re
of the thickn
E forecast m
a simple est

ations of the
ociated with
55 gallon dr

0

5000

10000

15000

20000

25000

F

Pro

MAR Limits 

onfiguratio
ntial cost diff
MAR and op
ds to conside
onal costs ov

a standard 55
POC procur
s cost more 
cost $32 to s

of $3,200, wh
ndard drums
nerous. The 
minutes for 

es, shielding,
ective, POCs
equire additi
ness of the co
ultiplied by 
timate of the
 three contai

h shipping, in
rums.  

FY13

ojected Tot

L

L

n Cost Con
ference betw
ptimization o
er both capit
ver the life o

5 gallon drum
rement cost i
to ship, insp

ship and a sta
here only 10
s. The receip
inspection ti
each standa

, and other a
s are heavier
ional or alter
ontainer com
the only the

e opportunity
iner scenario
nspecting, an

FY14

tal Annual
Loadin

ow Boundary‐Lo

ow Boundary‐H

PDSA MAR Limi

(16,000 

siderations
ween POCs a
of TRUPAC
tal acquisitio

of capability.

m when com
is $5,500, an

pect, and use
andard drum

00 POCs can
pt inspection 
ime for each

ard drum. Th
additional co
r and provide
rnate nuclear
mponents. Gr
 container co

y cost associ
os. The comp
nd increased

FY15

Fiscal Y

 MAR Whe
ng (10.5 PE

ow Lo

igh En

it for 5 Bldgs 

PECi) 

and standard
CT-II needs t
on cost of the
.  

mpared to PO
nd a standard
e than a stand
m cost $16. T
n be placed o

for POCs ve
h POC is app
he reason for
omponents as
e significant
r material as
raphically, a
ost for the P
iated with th
parison does

d cost associa

FY16

Year

en Optimiz
E Ci/DE)

ow Boundary‐ML

nduring Waste A

d waste conta
to be fully ev
e new facilit

OC is more th
d 55 gallon d
dard waste d
The differenc
on a trailer be
erses standa

proximately 
r this differen
ssociated wi
tly less volum
ssay measure
a comparison
POC and stan
he relative wa
s not include
ated with us

FY17

zing Shipm

L

Avg

Pa

ainers, the us
valuated. Th
ty and the 

han a factor 
drum costs $
drum. 
ce is based o
ecause of we

ard drums is 
45min to an
nce is the 
ith a POC. F
me for waste
ement techni
n of the mos
ndard drum c
aste containm
e the addition
e of POCs v

FY18‐Endurin

ment 

age 18 

 

se of 
he 

of 
$155. 

on the 
eight 

n hour 

rom 
e 
iques 
t 
cost 
ment 
nal 

vs. 

ng



TWF: Eva
 

 
Shown b
scenarios

Given the
shipping 
operation
prohibitiv
that will 
using PO
million p
impact to

4.3.5 M
The follo
the 50-ye
establish

0

1

2

3

4

5

6

7

$
 M

ill
io
n
s

0
10
20
30
40
50
60
70
80
90

$
 M

ill
io
n
s

aluation of M

elow is the c
s. 

e variability 
requirement

nal cost persp
ve or at least
be incurred 

OCs. The assu
per year to pr
o programs w

MAR Requir
owing graphi
ear life of the
ed based on 

FY13

FY13 FY14 FY1

MAR Limits 

cumulative p

in the natur
ts, the use of
pective to pr
t require exp
as a result o
umption of 8
rograms. Ov
would be inc

rement Defi
ic plots the e
e facility bas
using no PO

FY14

Cost o
All Standa

5 FY16 FY17 FY1

Cumulati

All Standa

plot of the co

re of the TRU
f POC is ant
rograms, the
plicit recogn
f optimizing
80% POCs r

ver the 50-ye
creasingly on

ined 
expected upp
sed on norm

OCs or using

FY15

f Containe
ard Containers

18 FY19 FY20 FY2

ive Cost of

ard Containers

osts over 20

U solid wast
ticipated to b
e long term 8
ition by prog

g TRUPACT
represents an
ear design lif
nerous. 

per and lowe
mal operation
g 80% POCs

FY16

Fiscal Year

ers for Each
s Normal 

21 FY22 FY23 FY

Fiscal Year

f Container

Normal O

years of ope

te and the ne
be required. 
80% use of P
gram sponso

T-II loading l
n increased c
fe of the faci

er boundary 
ns. The boun
s are not reas

FY17

h Packagin
Operations

Y24 FY25 FY26 FY

r

rs for Pack

Operations

eration with 

eed to meet a
However, fr

POCs would
ors of the add
levels or ma
cost of appro
ility, the ope

requirement
daries that c
sonable or pr

FY18‐20

ng Scenario
80% POC

Y27 FY28 FY29 FY

kaging Scen

80% POC

Pa

the same 

all packaging
rom an 
d be cost 
ditional cost

anaging MAR
oximately $3
erational cost

t for MAR o
could be 
ractical. The

Enduring

o

Y30 FY31 FY32 F

narios

age 19 

 

 

g and 

ts 
R 
3.0 
t 

over 

e 

g

FY33



TWF: Eva
 

normal o
waste con
approxim
completi
 

 
Waste m
MAR is w
shipment
DE volum
the assum
operation
average d
packaged

4.4 Ad
In additio
configura
MAR Lim
in contain

4.4.1 V

The prop
waste sto
building 
storage b
longer sto
the physi
footprint 

500

100

150

200

250

P
E 
C
i

aluation of M

operations rep
ntainers. In t

mately 52%. 
on of the SS

anagement o
within the pr
ts to WIPP. T
me in the for
med range of
ns is based o
drum loading
d in POCs.  

dditional Co
on to the fac
ations, there 
mit for the n
ner activity l

Variability in

posed MAR L
orage buildin
will have a l

building leve
ore addition
ical space un
associated w

0

00

00

00

00

00

FY1

No

MAR Limits 

present the p
the short term
For endurin

SFP project.  

operations an
roposed MA
The upper b
recast, at the
f 25-52% of 

on the lowest
g of 10.5 PE

onsideration
ility through
are two othe

new TWF. Sp
loading are i

n Container

Limit of 21,
ngs together 
limit of 3,20

el. This mean
al materials 

nused cannot
with a buildi

3 F

MAR R
Upp

ormal Operations‐

program-driv
m, normal o
g waste the u

nd programs
AR Facility li

oundary for 
e expected hi
the waste pa

t estimated D
E Ci/DE, with

ns 
hput, contain
er safety-bas
pecifically, t
important in

r Activity 

400 PE Ci re
have a limit

00 PE Ci. Op
ns that when
regardless o
t be transferr
ing that has r

FY14

Requireme
per & Lower

‐ High Requiremen

PD

ven decision
perational u
use of POCs

s will work t
imits throug
normal oper

ighest averag
ackaged in P
DE volume i
h the assume

ner source-te
sis paramete
the frequenc

n the determi

epresents the
t of 16,000 P
perationally,
n the MAR li
of physical sp
red across th
reached its M

FY15
Fiscal Ye

ent for Nor
r Boundary 

nt‐18 PE Ci/DE

DSA MAR Limit for 5 

ns made for t
use of POCs 
s is expected

together to e
gh the use of 
rations is ba
ge drum loa

POCs. The lo
in the foreca
ed range of 2

erm loading, 
ers that are cr
cy of shipme
ining require

e total MAR
PE Ci, and in

MAR has to
imit for a str
pace usage o
he TWF, in e
MAR loadin

FY16
ar

rmal Opera
Requiremen

Normal Oper

Bldgs (16,000 PECi)

the ultimate 
is expected t

d to be reduc

nsure that th
f POCs and th
ased on the h
ding of 18.0
ower bounda

ast, at the exp
25-52% of th

 and contain
ritical for es

ents to WIPP
ed MAR Lim

R for the new
ndividually e
o be manage
ructure is rea
or availabilit
effect, the av
g is no longe

FY17

ations
nts

rations‐ Low Requ

Pa

packaging o
to be 

ced to 25% u

he effective 
he frequency

highest estim
0 PE Ci/DE, 
ary for norm
pected lowes
he waste 

ner 
stablishing th
P and variabi
mits. 

w TWF. The 
each storage 
ed at the was
ached, it can
ty. Furtherm
vailable phys
er available 

FY18‐End

irement‐10.5 PE C

age 20 

of 

upon 

 

y of 
mated 

with 
mal 
st 

he 
ility 

five 

ste-
n no 
more, 

sical 
as 

uring

Ci/DE



TWF: Eva
 

capacity.
for some
a particul
of all wa
analysis 
loading o
high MA
80 PE Ci
SWB at 1
building.
For exam
or D&D 
effective 
even thou

The impl
MAR at t
Ci. If the
forecast w
buildings
of the 3,2
MAR Lim

 

Because 
packagin

aluation of M

 (However, 
optimizatio

lar building.
ste container
so far has be
of drums can

AR loading, u
i. Because M
1,200 PE Ci 
 High MAR

mple, high-ac
might not fit
MAR for a 

ugh the num

lications of h
the waste bu

e MAR for th
with 52% PO
s, then estim
200 PE Ci lim
mit. The plo

MAR is man
ng can signif

0

400

800

1200

1600

2000

2400

2800

3200

P
E 
C
i

MAR Limits 

having five 
n of waste s
) Programm
r loading sce
een based on
n vary signifi
up to1,200 P

MAR will be 
can potentia

R waste becom
ctivity items 
t into the red
building and

mber of DE is

high MAR w
uilding limit 
he expected r
OCs for FY2

mated MAR f
mit. The nee
t of this dist

naged and li
ficantly impa

0

0

0

0

0

0

0

0

0

FY13

Norm. Ops.

independent
taging to ma

matically, the 
enarios and n
n average act
ficantly. For 
PE Ci when o

managed at 
ally use mor
mes more of
stemming fr

duced volum
d can signifi
s well below

waste contain
of 3,200 PE
range of nor

2013-2017 is
for each stor
ed to store on
tribution for 

imited at the
act waste ma

FY14

Single
Norma

.‐Most Likely DE‐1

Norm

Effect of on

t facilities w
aximize the n
requiremen

not simply th
tivity loading
example, sta

overpacked, 
the building

re than a 40%
f an issue wh
from Pu-238 
me of a POC.

cantly affect
w the storage

ners can best
E Ci, versus t
rmal operatio
s equally dis
age building
ne highly loa
a single buil

 building lev
anagement fl

FY15

Fiscal Yea

e Building 
l Operating 

10.5 PE Ci

mal Operating

ne Full SWB at 1,20

Exceed

with independ
number of d

nts for MAR 
he average e
g per DE. H
andard waste
as compared

g level, one h
% of the MA
hen it cannot
operations d

. Thus the w
t the availab
limits.  

t be illustrate
the total 5-bu
ons base on 
stributed in th
g will range f
aded SWB w
lding is show

vel, anomali
lexibility and

FY16 FY

ar

MAR 
Range

Norm. Ops.‐Most

g Range

00 PE Ci 

ds limit 

dent MAR li
drums staged

must includ
expected loa

However actu
e boxes (SW
d to standard
high activity

AR limit for a
t physically 
during opera

waste become
ble capacity o

ed by plottin
uilding limit
the most lik

the five wast
from one-thi

will change t
wn below.  

es in activity
d capacity. R

Y17 FY18‐End

t Likely DE‐18.0 PE

Pa

imits may al
d or the MAR
de the variab
ading. The 
ual size and 

WBs) allow fo
d drums of u
y item like an
an entire 
be put in a P

ational upgra
es part of the
of the TWF,

ng the projec
t of 16,000 P

kely volume 
te storage 
ird to two-th
the building 

 

y loading an
Reasonable 

uring

E Ci

age 21 

low 
R in 
ility 

for 
up to 
n 

POC. 
ades 
e 
 

cted 
PE 

hirds 

nd 



TWF: Evaluation of MAR Limits Page 22 
 

programmatic scenarios include the need to store 1-2 maximally loaded SWBs (or several SWBs 
with relatively high loading), which will significantly impact one or more buildings already 
operating in the normal operational range.  

Based on the analysis in this paper, the 3,200 PE Ci building limit is estimated to be effective for 
managing enduring waste volumes. However, LANL and NNSA will need work together to 
manage short-term increases in MAR from any future scenarios in increased mission, large-scale 
facility upgrades, D&D, or refurbishing efforts through the frequency of shipments to WIPP.  

4.4.2 Shipment Frequency to WIPP 

An important tool for managing MAR is the frequency of waste shipments to WIPP. The 
information provided in this analysis has shown that the variability in the amount of MAR or 
number of drum equivalents can utilize the capacity of the TWF at a level where one or more 
turnovers of inventory are required annually. The Laboratory plans to work with the NNSA to 
reach an agreement for a shipping frequency of two shipments a year for management of TWF 
DE capacity and MAR. If large D&D campaigns, increased programmatic scope, or other 
scenarios outside the assumption set of this document are encountered, LANL will work with 
NNSA to alter shipping cycles to the frequency necessary to appropriately manage waste 
volumes and MAR.  The ability of increasing shipping frequency to WIPP is a key risk 
mitigation to help avoid the TWF becoming a limitation for programmatic operations. 

5 Conclusion 
The purpose of this analysis was to provide an evaluation and justification of the differences in 
the safety-basis parameters of Area G and the new TWF in response to the Los Alamos Field 
Office. Many of the differences in safety parameters stem from physical attributes such as 
facility location, size, and updated safety basis requirements, etc. and are summarized in Table 2. 
The primary safety-basis parameter that LANL and the Los Alamos Field Office can control is 
the MAR limit for the overall TWF and for waste storage buildings. Based on the analysis, 
LANL has proposed to reduce the total TWF MAR from 30,000 PE Ci to 21,400 PE Ci, and the 
waste storage buildings from 4,550 PE Ci to 3,200 PE Ci each. The recommendation balances 
program requirements, operational considerations, facility construction cost, and container costs. 
To implement the reduced MAR strategy above, the Los Alamos Field Office and LANL will 
need to work with WIPP to ensure two characterization/shipment campaigns are scheduled each 
year. 

The MAR requirement for the interim capability and the enduring capability is different because 
of the total source term expected to be staged in each of the facilities. Essentially, Area G 
manages more drums and will have a larger source term. The Los Alamos Field Office request to 
reevaluate MAR limits and key safety-basis parameters recognizes how the ties between the key 
safety systems and acquisition cost of the new TWF are intimately linked. For instance, in the 
first draft of the PDSA, LANL used an average DE loading limit of 30 PE Ci for accident 
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scenarios involving less than 10 drums. The rationale was based on the Analysis of the TRU 
Waste Source Term Data, which calculated an average drum loading of 19.2 PE Ci and was 80% 
combustible. To ensure that the safety basis calculation was considered to be conservative, the 
drum loading was increased by 50% to 30 PE Ci. However, at current loading restrictions for 
waste containers, this value is neither probable for most packages nor possible for certain 
isotopes of nuclear waste that meet disposal (i.e., WIPP-WAC) requirements. Thus, the analysis 
in this document included a review of historical trends and potential future scenarios in activity 
loading for enduring waste to identify the expected normal operational activity loading range.  

The first part of the MAR analysis resulted in a newly defined range of activity of 10.5-18.0 PE 
Ci per DE expected for the design life of the new TWF. For accident scenario analysis it is 
assumed however that drums will be at the 80 PE Ci limit. This activity loading is assumed 
because there are no controls in place to ensure that drums are not loaded at the maximum 
WIPP-WAC of 80 PE Ci. The accident scenario analyses are intended to bound the potential 
impacts, and are not intended to be based on normal operational ranges.  

The Field Office also specifically requested that LANL evaluate a potential reduction of the 
facility MAR Limit by a factor of up to three. LANL used the newly defined MAR range of 
10.5-18.0 PE Ci/DE to define an upper and lower MAR boundary requirement using three 
containerization scenarios. The result of the analysis showed that the most probable scenario of 
future operations that balances costs, drum packaging efficiency, and shipment efficiency will 
routinely require the use of one-third to two-thirds of the MAR limit for each building. This 
result, paired with scenarios that could potentially provide short term MAR increases, provides 
evidence demonstrating that the MAR can be reduced from 4,550 PE Ci to 3,200 PE Ci for 
individual storage buildings (a reduction of 30%).  

The difference in waste composition distribution required explanation as well. Waste 
composition includes the relative fraction of waste volumes that is combustible, non-combustible 
but dispersible, and non-combustible and non-dispersible. The PDSA submittal contained 
combustibility values for enduring waste that appeared relatively high compared to Area G. The 
analysis provided the basis for the initial combustibility values established in the PDSA and 
evaluated the recent data against PDSA assumptions. Although the recent data provided 
combustibility values that were much smaller than the PDSA assumptions (27% versus 80% in 
PDSA), the analysis shows that there is variability in combustible loading over time. For 
accident scenarios, the material composition distribution for waste containers will be included in 
the MAR requirement by assuming all waste is combustible.  For operations and programs, it is 
better to assume 100% combustibles and maintain flexibility for waste generator containerization 
rather than to maintain a requirement for administrative controls of combustible loading. 
Furthermore, the use of administrative controls to manage or support safety class and/or safety 
significant system requirements is often perceived as insufficient. Reduction in MAR is the first 
consideration in the DOE hierarchy of control. This paper provides justification for the logic 
behind the MAR requirement for the TWF site and waste storage building limits.
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Table 1:  Comparison of Area G (TA-54) and TWF (TA-63) key safety basis parameters - 12/3/12

Parameter  Area G (TA-54) TWF (TA-63) Ratio: Area 
G/TWF

Reference: BIO - ABD-WFM-001.Rev.1.1 PDSA, Rev. 0, 102355-PDSA-001

Age 58 years, until 2015 - limited life New Facility

Distance to the Public 0.24 km /  0.15 mi [pg 28] 1.47 km / 0.91 mi [pg 22] 0.16
Xi/Q (sec/m3) - Ground 
level release

8.66E-04 sec/m3 1.01E-04 sec/m3 8.6

Dose Conversion Factor-
Max. Exposed Off-site 
Individual (MEOI)

53.3 rem/PE-Ci 6.17 rem/PE-Ci 8.6

Dose Conversion Factor - 
Collocated Worker

450 rem/PE-Ci 213.7 rem/PE-Ci 2.1

  Reference: [pg 184] [pg 111-112]

Functions Receive, process, store, ship, and 
dispose LLW, MLLW, T, TRU waste 
[pg 7]                                      

Receive, characterize, and store TRU 
waste [pg 15] 

TWF does not 
open, process, 

or dispose

Facility container inventory The above-ground inventory: ~ 15,000 
TRU waste containers (2009);  [pg 8]

825 DE                           
contingency:1240 DE [pg 5]

12 to 18

Facility Rad Inv. (Ci) 150,000 30,000 5
  Building Limit (Ci) 25,000 4,550 5.5
  POC (Ci) 1800 * 1800 * 1
  Transport / OWB (Ci) 1,100 1,100 1
  SWB Limit (Ci) 560 * 560 * 1
  Drum Limit (Ci) 80 * 80 * 1
  Drum Limit (fge) 200 * 200 * 1

  Drum median 1
  Drum mean 8
  Drum 95th percentile 31
  Drum Typical 30
  Reference: [pg 175, pg 1359] [pg 109, 115]
  * - limit for WIPP compliant containers

Waste composition distribution
  Combustible 14% 80% 0.18
  Dispersible Non-
Combustible

13% 4% 3.3

  Non-Dispersible Non-
Combustible

73% 15% 4.9

  Reference: Table 3-20 [pg 177] [pg 109]
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Capability Requirements Summary - Staging and Storage 

Capability Requirements Constraints 

 
Staging and 
Storage 

Receive prepackaged TRU 
waste from LANL site 
generators 

 Location within the LANL site boundaries 
 Contact-handled waste only 
 Provide unloading capability 
 Transport waste within restricted/ protected area 
 Location in close proximity to waste generators may 

reduce site burdens for transport and closure 

Store TRU waste containers  Close access to other functional areas 
 55-gallon drums and standard waste boxes, 10-drum 

overpack, 80-gallon overpack, limited storage of oversize 
boxes 

 825 D/DE storage, surge storage of 1,240 D/DE 
 Approximately 25,000 – 30,000 PE Ci 
 SWEIS throughput capacity limit 1,500 D/DE 
 RCRA-qualified storage 
 Enclosed space, heating and lighting 

Transfer TRU waste 
containers to and from other 
functions 

 Provide transport 

Inventory and track 
containers 

 Provide required location, content, and holding time 
information 

 Conform to regulatory and DOE requirements 

Capability Requirements Summary - Characterization and Certification 

Capability Requirements Constraints 

Infrastructure to 
support mobile 
trailers owned by 
CCP 

Provide infrastructure 
capability to support 1,100 
D/DE throughput in 9 nine 
months. 

 Agreement with CBFO to perform a minimum of two 
campaigns per year. 

 
Characterization 
and Certification 
Provided by 
mobile trailers 
owned by CCP. 

Characterize waste 
containers for physical, 
radiological, and chemical 
content 

 Throughput capacity of 1,100 drums or drum-
equivalents for nine months.  

 Conduct all assays required for regulatory and waste 
acceptance criteria 

Certify contents for 
shipment to WIPP 

 

Conduct nondestructive 
testing 

 Process drums and standard waste boxes 

Conduct real-time 
radiography 

 Process drums and standard waste boxes 
 Provide high-efficiency neutron counter capability 
 Provide tomographic gamma spectrometer 
 Provide isotopic analysis 
 Real-time radiography performed on statistical sample to 

confirm acceptable knowledge 

Maintain required 
records 

 Drum and standard waste box contents 
 Calibration verification 
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Capability Requirements Summary – Intra-site Shipping and Receiving 

Capability Requirements Constraints 

 
Shipping and 
Receiving 

Receive prepackaged TRU 
waste from LANL site 
generators via Truck or 
Tractor-Trailer combination 

 Provide inspection to meet facility Waste Acceptance 
Criteria 

 Unloading capability 

Ship TRU waste containers  Load transport vehicles 

Recordkeeping  Track shipping and receiving records 
 

 

Capability Requirements Summary - Utilities and Support 

Capability Requirements Constraints 

 
Utilities and 
Support  

Provide utilities and site 
services: power, water, 
sanitary, 
telecommunications, 
security 

 

Support personnel space 
for operations functions – 
intermittent 

 

Support personnel space 
for WIPP certification 
functions  

 

 




